Westlake Erosion Control Option
·	Mobilize excavator and skid steer to slope bank evenly/ shape with consistency. We will correct the eroded areas, slope banks and pack for smooth bank.
·	Scope of work- take equipment to create the slope with grade to accommodate the homeowners. Some grades are set due to the topography of the lot from when the developer or builder built the lot. We will be able to adjust and accommodate some grade needs. We will discuss with all parties to have clear communication of how the grade will be set prior to materials are installed. As the soil portion of the project is underway, we will communicate to ensure you are pleased with the grade. As we install the soil, we will be packing to ensure compacted dirt prior to Geo fabric and stone.
·	After proper grade and slope, we will install Geo Fabric prior to installing natural stone. It will be packed and flattened out. Our intent is to have a straight line for the rocks to set next too and create a clean edge. The shoreline will follow the natural curvature and we will create soft edges. We will have the rock laid nicely and packed. The rock will only be up the bank a few feet and just in the water at normal lake height. This will give an easier area to maintain for grass maintenance.
·	This project will take a week or so depending on the weather and if we run into any unforeseen problems.
·	Some of the properties have a soft grade, some have a more aggressive slope but as stated we are looking to create the most consistent grade. It is important we discuss the grade and have the HOA approve this as this property will likely be the first one for the neighborhood.




[image: A diagram of a path with rocks and water

AI-generated content may be incorrect.]
image1.png
‘Westke Subdivision Exosion Control

Te following is the only option fox srosion control for watortron lots in Westlake Subdivision.
1A vertical widih of & rinimum o 5' (2.8' bolow the shoreline and 2.8' above the shoreline)

2/ span from property line to property line. No setbacks.

3. A slope with consistoncy of the natural topography of cach lot.

2. Tho matorials will bo assortod shapes and sizes of natural stone. Each stone os hand layed.





